


Flushbolts & Sill Profile KT788 E3 ADA
For Inswing Folding Doors Low Rise Aluminum Sill
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Special Custom Models like Corner Units and Radius Applications
are available.

Minimum Radius: 14'-7” (175") to inside face of track.



Flushbolts For Outswing Folding Doors
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The flush-mounted flushbolts, rounded style and 1” (25mm) throw are designed for use with folding doors.

The bolts are easily installed with a dedicated router bit and are readily available in two finishes.
Bronze powder coat on aluminum to match the pvd bronze hardware and brushed metallic to match stainless steel hardware.
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Minimum standard jamb width on exterior folding door unit
with twinpoint is 6-9/16". B&B’s modified minimum jamb
width on exterior folding door with twinpoint is 5-3/4".
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The LT2 operates easily with a simple handle rotation, driving a 1" (25mm) throw into the head and sill.
This makes it one of the most secure bolt locks on the market. An installed Twinpoint system is completely : S
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accessible and serviceable. For people with mobility impairments, the Twinpoint offers the security of lock system.
two flushbolts, but without the access problems associated with flushbolts being too high or low to reach,
and hard-to-grip door handles. LT2 has the sleek and clean styling synonymous with all Eclipse products.
Their low profile allows any folding system, such as F3, E2, E3 or E4 to stack neatly, without intrusive door : L.
inain th I ) T all T i idina | For ADA sills, Twinpoint
getting in the way. Eclipse Twinpoint locks are fully concealed within the door stile, avoiding long or and Multipoint lock
hard-to-reach dropbolts fixed to the door face, particularly on tall doors.The Eclipse Twinpoint is an are available only on the
unobtrusive, functional and sleek locking solution. outswing model.

LT2 twin point warranty.

The Centor LT2 has been tested to 100,000 cycles at maximum configuration to ensure smooth working order beyond their 10 year
warranty period. The LT2 Twinpoint locking system has also been exposed to dust, mud, sand and corrosive atmospheres to ensure
they stand up to real life use. This includes exposure to salt spray for seaside installations.








